






Sl. 
No.

Materials Description Unit Qty. Cost Per Unit, Rs. GST in %
GST/unit, 

in Rs.
Total Cost in 

Rs.
(A) (B) (A) + (B)

1

UPS Paralleling Panel:
Design, Manufacture, Supply, installation, testing and 
commissioning of the following extensible cubicle type 
indoor mounting Panel: Powder coated, modular 
compartmentalized IP 42, dead front, dust and vermin 
proof, floor mounting 2 mm thick sheet steel clad 
switch board suitable for use at 415 volts 3 phase 4 wire 
50 cycle system and to withstand a symmetrical fault 
level of 25 MVA at 415 volts

A.

UPS Incomers:
3 Nos. of 100 amps 4 P MCCB with overcurrent and 
short circuit thermal/static magnetic releases complete 
with:
a. 3 Nos. of Cast resin Current Transformer of 100/5 
ratio Class 1.0 for metering.
b. Three Phase indicating lamps (LED type) with MCB.
c. Square flush mounting 3 Phase Multi function 
meter(Voltage, Current, power, Energy, frequency) with 
specifications of current and voltage as described above 
Make:Schneider Electric EM-6436H
d. Square flush mounting 3 Phase Digital Ammeter with 
specifications of Current as described above.
e. Square flush mounting 3 Phase Digital Voltmeter with 
specifications of Voltage as described above.

B.

Busbar:
Electrolytic high conductivity aluminium three phase 
and neutral busbars rated 250 amps with bus bar 
size/capacity of 1A/sq.mm., suitable to with stand 
symmetrical fault level of 25 M.V.A at 415 volts. The 
Neutral busbar is to be 100% capacity.

C.

UPS Outgoings:
a. 6 Numbers of 63 amps 4P 10 kA TPN MCB with 
terminal magnetic protective releases
b. 2 Nos. of 63  amps 2P 10 kA SPN MCB with terminal 
having magnetic protective releases.
c. The Switch Board shall be complete with all 
interconnections, risers, internal wirings, labels etc., 
complete as required.

2
Gantry Box:
Supply and installation of Metal Ganrty Box with the 
following Specifications (Drawing Attached): 

A.
Gantry Box must of made of 2mm thick MS plate with 
powder coating

B.
Dimentions are: 1800mm x 400mm x 230mm 
(L x W x H)

C.

9 Nos. of Cut outs required on each side along the 
length of the box to fix 4 module plate of 107mm x 
60mm (L x H) inner dimensions and 145mm x 92mm (L 
x H) outer dimensions

D.
Required quantity of T/H channel supports 
approximately of 0.5 to 1 meters in height need to be 
provided to hang the gantry box from the support.

E. Required quantity of bolts and nuts of size #10mm and 
75mm length need to be provided to fix the supports.

F.
Support for the Gas pipe lines may be provided as 
shown in the Diagram
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